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The 9000/9040/9050 and their 
mfp version share many of the same 
fans, but not all. For the first time any-
where, we have created a table show-
ing up-to-date 57 error fan identification 
for the entire 9000 family. Combined 
with the color diagram, this table will 
simplify the 57 error trouble-shooting 
process and make ordering the correct 
part number easier. 

After we show the trouble-shooting 
steps, we describe relevant  differ-
ences between the mfps and non-mf-
ps, as well as between the 9000 and 
9040/9050.

Trouble-shooting the 57 error
1. Since guessing could lead to or-

dering the wrong part, check which of 
the following you have.

a. LJ 9000 (9000, 9000n, 9000dn, 
9000hn)

b. LJ 9000mfp (9000mfp, 9000L 
mfp)

c. LJ 9040 or 9050 (9040, 9040n, 
9040dn, 9050,  9050n, 9050dn, 
9050dnm)

d. LJ 9040mfp, 9050mfp, M9040, 
M9050

2. Identify the problem fan using 
our table.

2. Reseat the plug-in of the indicate 
fan.

3. Replace fan.
4. Replace the dc controller.

MFP versus Non-MFP
The 9000, 9040 and 9050 have six 

fans: 3, 4 and 6 are inside the delivery 
assembly,   1 and 2 are by the power 
supply, and number 5 can be found at 
the upper right for the cartridge. 

The multi-function versions share 
only four fans with the non-mfps. The 
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difference is in the delivery area. As 
can be seen in the photos at the left, 
the multifunction delivery housing as-
sembly has just two fans (both are RH7-
1658). Lacking a face down tray, they 
don't need Fan 6, which is the middle 
of the three delivery assembly fans in 
standard models.

The 9000 versus the 9040/50 
The formatter fan used in the 9000 

and 9000mfp is 24-volt. Other mod-
els use a 5-volt fan, which is not inter-
changeable.

In conclusion
We hope this table and diagram help 

you reduce errors in ordering replace-
ment parts. We published a similar 
table for the LaserJet 9000 only in the 
first issue of this publication (see  Ser-
vice Edge, Spring 2007 at lbrty.com). 
In that article we pointed out that the 
9000 service manual assigned the fans 
incorrectly. It said 57.1 is caused by Fan 
1, 57.2 by Fan 2 and so on. Manuals for 
the 9050 and mfps did not repeat this 
error.

Known for reliable, American-made, 
individually printer-tested fusers, Liberty 
doesn't stop there. We sell every part  
mentioned in this article.

9000mfp fan housing/delivery asm: 
RG5-5642 

9000 delivery asm: RG5-5643 
Duplexer: C8532A
DC controller, 9000: RG5-5778; 

9040/9050: RG5-7780
Fan 1: RH7-1657
Fan 2, 9000 and 9000mfp: RH7-

5295
Fan 2, 9040, 9050 and mfp ver-

sions: RH7-1623
Fan 3: RH7-1658
Fan 4, non-multi-function: RH7-1659
Fan 4, mfp versions: RH7-1658
Fan 5: RG5-5306
Fan 6, 9000, 9040, 9050: RH7-

1661

LPT


